
19-inch wall housing 
Pro Outdoor

The outdoor network cabinets for wall 
mounting have been developed in accor-
dance with protection class IP55 and are 
specially designed for use in harsh environ-
ments. These cabinets are ideal for outdoor 
areas that are exposed to environmental 
influences such as rain, hail and splash 
water. Each enclosure consists of a robust 
steel construction with a material thickness 
of up to 2.0 mm.

Characteristics:
• Load capacity: 100 kg
• Locking system Steel front door with swivel lever 

handle
• 3-point locking system on the front door
• Front door with earthing and two welded-on, 

reinforcing beams
• Cable entry in the floor
• Roof offers hot air extraction from the housing 

with fan modules to be installed Punch-out for fan 
modules

• Integrated ventilation filter housing
• Incl. 4x mounting brackets, screws and washers
• Colour: Light grey, RAL 7035 
• IP protection class: IP55
• Mounted: Yes
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19-inch wall housing 
Pro Outdoor

Manuf. no. Height Width (mm) Depth (mm) Colour / RAL

26.21.0082 7 U 600 450 grey / RAL 7035

26.21.0083 7 U 600 600 grey / RAL 7035

26.21.0084 9 U 600 450 grey / RAL 7035

26.21.0085 9 U 600 600 grey / RAL 7035

26.21.0086 12 U 600 450 grey / RAL 7035

26.21.0087 12 U 600 600 grey / RAL 7035

26.21.0088 16 U 600 450 grey / RAL 7035

26.21.0089 16 U 600 600 grey / RAL 7035

26.21.0090 20 U 600 450 grey / RAL 7035

26.21.0091 20 U 600 600 grey / RAL 7035

26.21.0092 22 U 600 600 grey / RAL 7035
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The ROLINE Pro series offers a versatile 
selection of outdoor wall-mounted enclo-
sures in various height units from 7 U to 22 
U in the colour grey (RAL 7035).



19-inch wall housing 
Pro Outdoor

© 2024 SECOMP Electronic Components GmbH. All rights reserved.

Data sheet

Lockable steel front door Rear panel without cable entry

3-point locking system on the front door Front door with swivel lever handle

Base plate with cable feed Roof with cut-outs for ventilation


